Electrical: 
Heater, for Unipotential Cathode: 


6AF4A 
Medium-Mu Triode 


7-PIN MINIATURE ТҮРЕ 
GENERAL DATA 


Voltage (AC or 5 6.3%10% volts 

Current at 6.3 volts. р . 0.225 атр 
Direct Interelectrode Capacitance 

(Approx. } :а 

Grid to plate. . . . . 1.9 Гај 

Grid to cathode and heater. 2.2 қат 

Plate to cathode and heater . . . 1.4 дАҒ 

Heater to cathode . . . . 2.29 ши 
Characteristics, Class Ы Amplifier: 
Plate Supply Voltage. . . . p: 80 volts 
Cathode Кесізіс.............. 150 ohms 
Amplification Factor. ...... 13.5 
Plate Resistance (Арргох.). 2100 ohms 
Transconductance. ........ 6500 umhos 
Plate Current .... 17.5 ma 
Mechanical: 
Operating Position. . . „ , ТСР . Апу 
Maximum Overall Length. . . . . . . . 1-3/4" 
Maximum Seated Length . . . . . .„ „ . . „ , . ата 1-1/2" 
Length, Base Seat to Bulb Тор [Exc] uding tip) . а 1/8" + 3/32" 
Птатете гл асыла о де РИ ШЕ 0.650" to 0.750" 
Dimensional Outline олы Жы шор 2 . Зее General Section 
Buliba ОЗ Ж ша» ММА „АЫ шта Мел аа им . „15-1/2 
Ваве...... .Small-Button Miniature 7-Ріп (ЈЕРЕС No.E7-1) 

Basing Designation for BOTTOM VIEW. ........ . ТОК 


Pin 1- Plate 
Pin 2-бгіа 
Pin 3 – Неаќег 
Pin 4- Неаќег 


ОНЕ OSCILLATOR 
Maximum Ratings, Design-Maximum Values: 


PLATE VOLTAGE .......... 
GRID VOLTAGE: 
Negat ive-bias уаше...... 


GRIO CURRENT ое n е 


CATHODE CURRENT . . . . . . . . „ . 
PLATE DISSIPATION . . . . „ „ „ „ 
РЕАК HEATER-CATHODE VOLTAGE: 


Heater neqative with respect to cathode . 
Heater positive with respect to cathode . 


@ RADIO CORPORATION OF AMERICA 


Harrison, N. J. 


Electron Tube Division 


Pin 5 – Саїћоде 


Pin 6 - Сгіа 

Pin 7- Plate 

150 тах. volts 
50 тах. volts 
2 пах. та 
24 пах. та 

2.5 тах. watts 
50 пах. volts 
506 тах. volts 


«Indicates a change. 


DATA 
5-61 


6AF4A 


Typical Operation: 
At frequency of 1000 Mc 


Plate Supply Voltage. . . . . . . . . . . 100 volts 
Plate Resistor. ......... р 220 ohms 
Grid ВКе$їзїог.............. 10000 ohms 
Plate Current . . . . . . . . КА Да ШӘЛЕ РЫ 17 та 
Grid Current (Арргох.).......... 750 ра 
Maximum Circuit Values: 
Grid-Circuit Resistance: 
For fixed-bias operation. . . . . . . . . . Not recommended 
For cathode-bias operation. . . . . . . 0.5 max. megohm 


8 with external shleld JEDEC NO.316 connected to cathode except as noted. 


With external shield JEDEC Мо, 316 connected to plate. 
< Тһе ас component must not exceed 25 volts. 


RADIO CORPORATION OF AMERICA 
Electron Tube Division Harrison, N. J. 
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$1ЛОА з4ула 


PLATE MILLIAMPERES 


92CM-7756 


ТІЛЕ DIVISION 
RAMO CORPORATION OP AMERICA, HARRISON, NEW JERSEY 


1952 


FEB. 20, 


6AF4-A 
AVERAGE CHARACTERISTICS 


AMPLIFICATION 
FACTOR (№) 


PLATE RESISTANCE (Tp) OHMS 


_ TRANSCONDUCTANCE (Ёт) MICROMHOS 


IO 25 
GRID VOLTS 


FEB. 26, !952 TUBE DIVISION 92CM- 7758 
RADIO CORPORATION OF AMERICA, HARRISON, NEW JERSEY 


6AF4-A 
AVERAGE CHARACTERISTICS 
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RADIO CORPORATION OF AMERICA, HARRISON, NEW JERSEY 


6AF4-A 
FREQUENCY SHIFT CHARACTERISTICS 


иш 

FREQUENCY = 930 Mc 

=- = Ер VARIED: Ер CONSTANT АТ 6.3 VOLTS 
Ес VARIED: Ek, CONSTANT АТ 100 VOLTS 
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90 94 106 


98 102 
PLATE VOLTS (Ед 
5.8 6.0 6.2 6.4 6.6 6.8 
HEATER VOLTS (Ер) 


FEB. 29, 1952 TUBE DIVISION 92CM-7762 
RADIO CORPORATION OF AMERICA, HARRISON, NEW JERSEY 


